At M.C Aluminum Xpress we are committed in providing the best in every aspect, that is why when we choose the
materials, we use products from suppliers such as; Service Partners, Spectra Metal Sales, Raytec, Alumnco, Cameron
-Ashley, and Kaycan of Orlando. All our suppliers are proud members of the AAF (Aluminum Association Of Flor-
ida, Inc.) and the BBB (Better Business Bureau). All of the products that they distribute are Inspected with an A-
grade in every area. M.C Aluminum backs most of these materials with a 20 year RUST FREE warranty. Quality |

is our standard not only in our installation but in our products.

which are baked on at high temperatures. The ceramic coating reinforces the metal,
2 giving it excellent corrosion and wear resistance in all weather conditions. Gold stan-
dard zinc screws have passed a 1,200 hour rust free salt sprayed inspection.

Heavy Gauge Hang-tite Aluminum Hangers- The Hangtite Aluminum
hanger is the strongest hanger on the market. Engineered of solid alumi-
num these hangers can hold up to 250 pounds of pressure making it great
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‘ Gold Standard Zinc Screws- Zinc screws feature 3 layers of ceramic coatl ng,
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‘ for any weather condition. We install these at intervals of 2-3 ft. apart.
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Outside and Inside Strip Miters- These inside and outside strip miters are molded

from .032 Gauge Aluminum Coil, they are crimped in all corners giving the extra strength
needed to withstand hard winds and heavy rains. They have a natural design to make them
fit the gutter snug, and pre-drilled holes making it simple to align the screws so that all the
miter looks paired with the screws.
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50, 60, & -Md ABmirturh X¥press uses only the thickest gauge aluminum coils
on the market. We offer a variety of different styles including; i Ko St yl e, H
and Super Gutters. Our most popular, the AKOo S
look that is second to none.

" Gutter & Seam Sealant- OSI GS-121- Unlike the competitors that use window and sid-
ing caulk, we use the GS 121 which is specially formulated to be used on miter seams
and end caps. This sealant expands and contracts with temperature changes and cures to
a tough flexible that prevents it from cracking.
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2x3, 3x4, & 4x5 Downspouts- All of the elbows and downspouts we use are made with .027
aluminum coils giving it the extra strength necessary to withstand storm force weather. The
Elbows are compressed and crimped for heavy hitting shock resistance. We have a variety of
colors at no extra charge.
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